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AMENDMENTS TO THE CLAIMS 

This listing of claims replaces all prior versions and listings of claims in the 
application. 
Listing of Claims 

1 . (Currently amended) A computer-implemented method for managing respective 
sessions between mobile communication devices and an application program hosted 
on a data processing system with a gateway module that is coupled to the mobile 
communications devices and to the application program, comprising: 

generating at the gateway module respective first session identifiers upon receipt 
of initial requests from the mobile communication devices at the gateway module and 
transmitting the first session identifiers to the application program; 

associating the first session identifiers with corresponding second session 
identifiers from the application program at the gateway module, wherein respective 
connections are established between the mobile communications devices and the 
application program; and 

in response to each subsequent communication's]] from [[the]] each mobile 
device's]] to the application program via the connection between the mobile device 
and the application program while the r e sp e ct i v e connection's]] betw ee n th e mobil e 
d e v i c e s to th e app li cat i on program ar e ^established and for commun i cat i ons w i th i n th e 
r e sp e ct i v e s e ss i on s, transmitting from the gateway module to the application program 
the second session identifier's]] that [[are]] js_associated with the first session 
identifier's]] of the mobile device's]] of the subsequent communication's]]. 

2. (Original) The method of claim 1 , further comprising: 

receiving requests of a first type from the mobile devices at the gateway module 
and transferring the first type requests to an authentication module that manages user 
authentication; and 

when a user at a mobile device has not logged-in to the authentication module, 
transmitting a log-in prompt from the authentication module to the mobile device in 
response to a request of the first type from the mobile device. 
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3. (Original) The method of claim 2, further comprising generating at the authentication 
module respective authentication identifiers for the first session identifiers and 
associating the authentication identifiers with corresponding first session identifiers. 

4. (Currently amended) An apparatus for managing respective sessions between 
mobile communication devices and an application program hosted on a data 
processing system, comprising: 

means for generating respective first session identifiers upon receipt of initial 
requests from the mobile communication devices and transmitting the first session 
identifiers to the application program; 

means for associating the first session identifiers with corresponding second 
session identifiers from the application program, wherein respective connections are 
established between the mobile communications devices and the application program; 
and 

means for transmitting the second session identifiers]] that isj[are]] associated 
with the first session identifiers]] of [[the]] each mobile device[[s]] to the application 
program via the connection between the mobile device and the application program in 
response to and in association with each subsequent communication's]] from the 
mobile device's]] directed to the application program while the [[respective]] 
connection's]] between the mobile device's]] to the application program [[are]] js 
established and for commun i cat i ons w i thin th e r e sp e ct i v e s e ss i ons . 

5. (Currently amended) A computer-implemented method for managing respective 
shopping sessions between wireless communication devices and a merchant 
application with a gateway module that is coupled to the mobile communications 
devices and to the merchant application, comprising: 

generating at the gateway module respective wireless session identifiers upon 
receipt of initial requests from the wireless communication devices at the gateway 
module and transmitting the wireless session identifiers to the merchant application; 
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generating at the merchant application respective merchant session identifiers 
for the wireless session identifiers and transmitting the merchant session identifiers to 
the gateway module; 

associating the wireless session identifiers with corresponding merchant session 
identifiers at the gateway module, wherein respective connections are established 
between the mobile communications devices and the merchant application; and 

in response to each subsequent communication's]] from [[the]] each mobile 
device's]] to the merchant application via the connection between the mobile device 
and the application program while the respect i v e connection's]] b o tw oo n tho mob ile 
dev i ces to tho merchant app li cation ar e is_established and for communicat i ons w i th i n 
tho respect i v e s e ssions , transmitting from the gateway module to the merchant 
application the merchant session identifier's]] that is.[[are]] associated with the 
wireless session identifier's]] of the mobile device's]] of the subsequent 
communication's]]. 

6. (original) The method of claim 5, further comprising: 

receiving checkout requests from the wireless communication devices at the 
gateway module and transferring the checkout requests to a wallet module that 
manages user authentication; 

when a user at a wireless communications device has logged-in to the wallet 
module, transmitting payment options from the wallet module to the wireless 
communications device in response to a checkout request from the wireless 
communications device; and 

when a user at a wireless communications device has not logged-in to the wallet 
module, transmitting a log-in prompt from the wallet module to the wireless 
communications device in response to a checkout request from the wireless 
communications device. 

7. (original) The method of claim 6, further comprising generating at the wallet module 
respective wallet session identifiers for the wireless session identifiers and associating 
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the wallet session identifiers with corresponding wireless session identifiers in a wallet 
session identifier table. 

8. (original) The method of claim 7, further comprising, in response to a payment 
request from a wireless communications device, transmitting the payment request from 
the gateway module to the merchant application, disassociating the wireless session 
identifier from the corresponding merchant session identifier, and generating a new 
wireless session identifier for the wireless communications device when another initial 
request is received from the wireless communications device. 

9. (original) The method of claim 8, further comprising clearing inactive entries from 
the wallet session identifier table. 

10. (Currently amended) An apparatus for managing respective shopping sessions 
between wireless communication devices and a merchant application, comprising: 

means for generating respective wireless session identifiers upon receipt of initial 
requests from the wireless communication devices and transmitting the wireless 
session identifiers to the merchant application; 

means for associating the wireless session identifiers with corresponding 
merchant session identifiers received from the merchant application, wherein respective 
connections are established between the mobile communications devices and the 
merchant application; and 

means for transmitting the merchant session identifier[[s]] that is_[[are]] 
associated with the wireless session identifiers]] of the wireless device[[s]] to the 
merchant application in response to and in association with each subsequent 
communication's]] from [[the]] each wireless device's]] directed to the merchant 
application via the connection between the mobile device and the application program 
while the [[respective]] connection's]] between the mobile device's]] to the merchant 
application [[are]] ^established and for commun i cat i ons w i th i n th e r e sp e ctiv e s e ssions . 
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1 1 . (Currently amended) A system for managing respective sessions between mobile 
communication devices and an application program hosted on a data processing 
system, comprising: 

a mobile interface configured and arranged to connect with a plurality of mobile 
communication devices; 

a gateway coupled to the mobile interface and to the application program, the 
gateway configured to generate respective first session identifiers upon receipt of initial 
requests from the mobile communication devices, associate the first session identifiers 
with corresponding second session identifiers received from the application program, 
wherein respective connections are established between the mobile communications 
devices and the application program, and in response to each subsequent 
communication from each mobile device to the application program via the connection 
between the mobile device and the application program while the connection is 
established t ransmit the second session identifier[[s]] that is_[[are]] associated with the 
first session identifiers]] to the application program i n r e sponse to and assoc i ated w i th 
subs e qu e nt communications from th e mob i le devic e s to th e app li cat i on program whil e 
tho r e sp e ctive conn e ct i ons b e tw o on the mob il e dov i c o s to th e appl i cation program are 
e stab li sh e d and for communications w i th i n th e r e spoct i vo s e ssions . 

12. (original) The system of claim 11, further comprising an authentication module 
coupled to the mobile interface and to the gateway, the authentication module 
configured to transmit a log-in prompt to a mobile device in response to a request of the 
first type from the mobile device. 

13. (original) The system of claim 12, wherein the authentication module is further 
configured to generate respective authentication identifiers for the first session 
identifiers and associate the authentication identifiers with corresponding first session 
identifiers. 
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